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Projective Capacitive Multi-Touch System

+ Industrial Quality LED 15" Display True
Waterproof Flat Front Panel.

« 15" TFT LED, LVDS 1024 x 768 (XGA LCD)
PCT Projected Capacitive Touch.

+ Technology Supports Multi Touch.

+ 5th Generation Intel N3160 Quad Core 2.24Ghz
Fanless Processor.

+ DDRIll1Slot 2Gb (up to 8Gb).

+ Windows POSReady 7 / Windows 10 loT.

+ SATA-III2.5" 320Gb HDD
(SSD Option Available).

+ 1x10/100/1000 Mbps LAN.

+ Built-In Power Supply.

+ Small Foot Print.
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SYSTEM CPU Sth Generation Intel N3160 Quad Core 2.24Ghz Fanless Processor.
MEMORY DDRIII 1 Slot 2Gb (up to 8Gb).
HDD SATA-II12.5"1Slot 320Gb HDD (SSD Option Available).
LAN 1x10/100/1,000Mbps.
DISPLAY LCD PCT Projected Capacitive Touch Technology -
Supports Multi-Touch.
TOUCH True Flat 15 Inch Touch.
INTERFACE SERIAL 2 x 9 Pin (RI/5V/12V Bios Selectable) 2 x RJ4S.
USsB3.0 4 x Ports.
USB20 2 x Ports.
HDOMI 1x Port.
DRAWER 1Port (12V/24V Selectable).
AUDIO 3 Ports (Line In/Line Out/Mic In + Internal Speaker (2.0W).
POWER ADAPTER 60W Built-In Power Supply.
INPUT/OUTPUT  Input AC100-240V/50-60Hz, Output DC 12V/5.0A.
0s Windows POSReady 7, Windows 10 loT & Linux. - Easy Access Comms & Cable
Management.
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Key Features - At A Glance

SAMGS Reliably & efﬁme.ntly. powers
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15" Fanless L=D Touch Screen

The Samé4s SPT-7652 PC PQS terminal has many
added benefits making it excellent value for money

The Samés SPT-7652 has a range
of optional customer displays including 7*
or 15" rear LCD's for those wishing to use
the customer display for advertising or
promotions purposes.

« Technology Supports Multi-Touch.
- DDRIll1 Slot 2Gb (up to 8Gb).
« SATA-III 25" 320Gb HDD
(SSD option available).
« 1x10/100/1000 MBPS LAN.
+ Built-In Power Supply.
+ Small Foot Print.
+ Windows POSReady 7 / Windows 10 loT.

A reliable and accessible system the
Samés SPT-7652 PC POS terminal has many
added benefits making it excellent value for

money and a great investment as your POS Options

and a great investment as your POS equipment.

The Samés SPT-7652 utilises the latest
5Sth generation processing technology
developed by Intel which provides
exceptional processing power for the most
demanding POS software solution, but at
the same time is energy efficient and noise
reducing thanks to its fan-less processor
design.

With its vibrant & precise 15" projective

In addition the screen has a more vivid
and crisp colour enhancing the quality of
the POS user interface. Coupled with its
on board SATA 320Gb HDD (SSD option
available) ensures the Samés SPT-7652
has the capacity required for all retail and
hospitality environments.

With optional integral thermal printer and
multi-beam barcode reader the Samés

equipment.

+ Industrial Quality LED 15" Display True

Waterproof Flat Front Panel.

« 15"TFTLED, LVDS 1024 x 768 (XGA LCD)

PCT Projected Capacitive Touch.

« 5th Generation Intel N3160 Quad Core

2 24Ghz Fanless Processor.

+ Integral Thermal Printer.

* Integral Multibeam Scanner.

+ Samés 7" or 15" LCD Rear Displays.

+ Magnetic Dallas Reader.

+ MCRReader.

+ External RFID Reader.

+ Windows POSReady 7. Windows 10 loT
&Linux.
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+ Optional Integrated Barcode Scanner.
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+ Optional Integrated Thermal Printer.
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+ Many Configurations & Options.

+ Easy Access Comms & Cable
Management.

i FANLESS CPU

PANEL POSReady7

« The Samé4s SPT-7652 comes with optional 7" or 15" LCD Rear Customer Displays.

Samés SPT-7652 - Comms Ports

* Audio Port (Line-In/Line-Out/Mike-In).
* USB 2.0 Ports.

* RIJ-45 LAN (Ethernet) Port.

* D-SUB 9-Pin COM (Serial) Port.

* HDMI Port

= USB 2.0 Ports.

« RI-45 8-Pin Serial Port.

« D-SUB 15-Pin VGA Port.

+ 2.5 @ 12V DC Output (for Rear Display).

 DIN 4-Pin 12V DC Input (Input Power Connection).

Connect External Speakers.

Connect Devices like a USB Scanner, Keyboard or Printer.
Connect RJ-45 Cable for 100/1000 Mbps Ethernet Connection.
Connect Serial Devices like Barcode Scanners & Printers.

High Definition Media Interface.

Connect Devices like a USB Scanner, Keyboard or Printer.
Connect Serial Devices like a Printer.

Connect an External Monitor.

Main Power Output For Rear Display.

Main Power Output.
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